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SUNMARY 

A study of the effects of gamma radiation on nickel-cadmium ce l l s  

was continued(') with emphasis on the loss in capacity of the cadmium e- 

lectrode and on the radiolysis of t h e  aqueous KOH electrolyte. The pre- 

vious* reported loss of cadmium electrode capacity'') was confirmed. A 

t o t a l  average gamma dose of 9.0 x 10 7 rads (30) caused a cadmium electrode, 

being cycled near 75 per cent of full charge, t o  lose about 15 per cent 

of i t s  original capacity. 

capacity of a fully charged cadmium electrode. 

the temperature inside the Cn-60 SOLTC~, shmed ao less of c = p a - ~ + ~  "*"J Y h- 

dicating that this is not a temperature effect, 

restore the l o s t  capacity were unsuccessful, 

that garmpa radiation causes an irreversible inactivation of some of the 

oxidized species, Cd(OH)2, on the cadmium electrode. 

The same dose caused essentially no loss in 

A blank c e l l  run a t  45OC, 

Several attempts t o  

It is tentatively concluded 

Experiments were carried out t o  study the radiolysis  of aqueous KOH 

solutions a t  concentrations from 0.5 per cent t o  40 per cent. 

and oqgen were evolved in a ra t io  of approximately 2:l by volume a t  a 

concentration of 0.5 per cent KOH, A t  concentrations from10 per cent t o  

40 per cent, the amounts evolved of both gases were considerably reduced, 

with the oqgen being undetected i n  most samples. 

t o  explain these results. 

Hydrogen 

A mechanism is proposed 

Radiolysis of 30 per cent KOH containing a portion of a nickel e- 

lectrode produced relatively large amounts of oxygen whereas only hydrogen 

was evolved during the irradiation of a similar solution containing a portion 

of a cadmium electrode. The proposed mechanism i s  used to  explain these 

results also. 
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I. INTRODUCTION 

The purpose of t h i s  project is t o  study nickel-cadmium battery 

electrodes i n  radiation f ie lds  t o  discover how they are affected and the 

mechanisms involved. 

Battery Electrodes. 

studies of these electrodes in  neutron, gamma and electron radiation fields.  

A report t i t l ed ,  Vhe Effects of Radiation on Ni-Cd 

1" issued February 6, 1964,'l) covers the exploratory 

m8 prt3SeXlt pTDg7- 'iRS dh%cteb te'iiiifi the  skde ,  CSLlg g m  fr- 

radiation, in more de ta i l  of those phenomena observed during the exploratory 

study. 

electrode were made (a) t o  confirm the observed loss in capacity of the 

Cd electrode, (b) t o  determine whether this loss was due t o  the radiation 

and/or elevated temperature, and (c )  t o  determine whether the state of 

charge of the cadmium electrode was a factor i n  t h i s  loss i n  capacity. 

Specifically, experiments related t o  the capacity of the cadmium 

Radiolysis experiments were designed t o  determine (a )  the products 

of radiolysis of the pure electrolyte, (b) the effect  of the electrode 

materials on these products, and (c )  possible mechanisms t o  explain the 

products observed. 

ments and the results obtained. 

The following interim report describes these experi- 

AI-64-161 
2 



11. EXPERIMENTAL 

A. CADMIUM EI;ECTRoDE CAPACITY STUDIES 

Electrodes from Gulton type VO .8 cells were used because of their 

size and convenience in handling. Cell capacity measurements were carried 

out in the quartz lined stainless steel cell (Figure 1) as described previ- 

ously. As the standard procedure for determining capacity or ampere 

hour capability of a cell, the latter was measured, at room temperature, 

before and after irradiation by fully charging the cell and then measuring 

the ampere hours delivered on discharge to 0.2 v below the knee of the 

discharge curve. 

and discharge runs, the capacity can be expressed in minutes. 

reference to Table I.) 

As a constat current of 0.2 amp was used for aii charge 

(See later 

In order to study effects on cadmium electrode capacity, the cadmium 

electrode was made the limiting electrode using two different types of 

experiments. In the first type two nickel electrodes were used. The 

cell size required that these two electrodes touch each other. 

proximity of the two electrodes =de it difficult to extract charge from 

This close 

the inner sides of the electrodes due to concentration polarization and 

the diffusion kinetics. 

success in Run #A-1. 

Nevertheless, this method was used with fair 

The second approach to making the cadmium electrode 

limithg was to cut about one-third off the cadmium electrode. 

the more successful technique and was used in Runs A-2 through A-4 (see 

Table I). 

This was 

The cells with the Cd electrode limiting were charged and discharged 

completely several times to get an accurate value for the Cd electrode 

capacity. A current of 0.2 amps for U O  minutes (150 minutes in Run A-1) 

AI-64-161 
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Figure 1. Stainless Steel 'Cell with Quartz Liner f o r  Cell Irradiations 
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was found t o  charge the cadmium electrode t o  a voltage high enough t o  

generate hydrogen on overcharge. This current and time schedule were 

used f o r  charging all the ce l l s  before and after the q e r i m e n t s  regard- 

less of whether the c e l l  indicated overcharge ea r l i e r  o r  not. 

After the capacities of the cel ls  were measured, the ce l l s  were charged 

a t  0.2 amps t o  Full capacity. In Runs A-1, A-3, and A-4 the ce l l s  were 

then discharged t o  75 per cent of f u l l  charge while i n  Run A-2 the  c e l l  

was l e f t  a t  f u l l  charge. 

current of 0.2 amp through a cycle of 6 minutes discharge, 4 minutes open 

circui t ,  6 minutes charge, and 4 minutes open c i rcu i t  for  24 hours prior 

t o  irradiation and the cyc l ing  was continued du rhg  the irradiation. 

All the cel ls  were then run a t  a constant 

In  an attempt t o  restore lost capacity, a f t e r  Run A-3, the cell ,  at  

roam temperature, was f u l l y  charged and then a t r ick le  charge of 0.050 amp 

passed through the c e l l  overnight. 

and recharged several times i n  succession. 

a t  75 per cent of fu l l  charge fo r  24 hours. 

The c e l l  was then completely discharged 

Finally, the c e l l  was cycled 

B. FfADIOLYSIS OF AQUEOUS KOH 

Various concentrations of aqueous KOH solution from 0.5 per cent t o  

40 per cent were irradiated in  t h e  Co-60 gamnra source t o  determine the 

radiolytic products and the i r  dependence on the concentration of KOH. 

Several runs using 30 per cent KOH (the concentration used in almost a l l  

the nickel cadmium c e l l  work) in contact with either a nickel o r  a cadmium 

electrode were made t o  determine the effect  of the electrode material on 

the radiolysis process. The first irradiations were carried out i n  a 

quartz lined stainless s t ee l  c e l l  with an 

A pressure transducer t o  measure pressure 

a i r  cover, as  shown i n  Figure 2. 

changes during irradiation, and 

AI-64-161 
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a stainless  steel needle valve for removing gas samples were incorporated 

i n  the top of this cell, The possibility of interaction of  the hflrogen 

and oqgen produced by radiolysis w i t h  the stainless steel ,  the neoprene 

"0" ring, or other component, and the observation that  CO was evolved in 

one run prompted a change i n  the c e l l  design. 

shoun in Figure 3. 

shows the c e l l  a f t e r  sealing. 

tube (Figure 3a), 

four times before sealing the open tube. 

fac i l i t a ted  removal of the gas for analysis. 

The new all-quartz c e l l  i s  

Figure 3b Figare 3a shows the c e l l  pr ior  t o  f i l l ing .  

The electrolyte WBS put i n  through the open 

The ce l l s  were evacuated and back-filled with helium 

The break-off t i p  of the c e l l  

(See Table 11.) 

The cells,  a f t e r  gas analysis, were l e f t  under negative pressure. 

Analysis uas then carried out for  peroxide i n  the electrolyte. 

done by taking aliquots of the solution, diluting than with H SO 

adding ceric sulphate. 

the peroxide was measured with a Beckman DU spectrophotometer with a 

sensi t ivi ty  fo r  peroxide of 1 d c c .  

This was 

and 

The amount of ceric ion converted t o  cerous by 
2 4,  

Similar ce l l s  uere used t o  study the  effect  of electrode material on 

the products of the radiolysis of KOH. 

and slipped in to  the c e l l  through the narrow opening. 

made i n  all cases. In order t o  separate temperature effects from radiolysis 

effects, some duplicate ce l l s  were run fo r  the same time without irradiation 

in the 45°C constant temperature bath. 

ing 1 per cent peroxide i n  30 per cent KOH t o  check on the peroxide s tabi l i ty .  

(See Table 111.) 

The electrodes were cut in s t r ip s  

Duplicate runs were 

Two ce l l s  were irradiated contain- 

AI-64-161 
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3b. 

3a. 

Figure 3a. Quartz Capsules for Radiolysis Experiments 
3b. Capsule Fi l l ed  and Sealed 
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A. CADMIUM EIXCTRODE CAPACITY 

The results of these experiments are summarized in Table I. 

TAB= I. RE~JULTS OF CADMIUM EUCTRDDE CAPACITP EXpERI”l?S 
Initial Final 
Capacity Capacity 

Cell Time Tota l  Dose % (En. at (Min. at % 
Run # Temp. (Hrs) in Rads (H20) Charge 0.2 amp 0.2 amp Change 

A-1 45OC 63 8.7 x 10 75 134 112 16.5 7 

8-4 45°C 60 none 75 99 97 2.0 

The average loss in capacity of the cadmium electrode of about15 per cent 

is significant. 

the Cd electrode was practically unaffected by gamma radiation. 

data on Run A-4 show that the effects observed in Runs A-1 and A-3 were not 

due to temperature. 

Data on Run A-2 indicate that at essentially full charge 

Also, the 

Several methods (see p. 5 )  were tried after Run A-3 in an attempt to 

restore the lost capacity. 

m e n t a l  error (-3%), in restoring any of this lost capacity. 

None of these were successful, within experi- 

In the course of these capacity studies, the voltage of the Cd electrode 

was observed to decrease by approximately 10 w in a step fashion at some 

point during the initial discharge of the cell (at room temperature) after 

the irradiation and the blank temperature eqeriments (at 45OC). Figure 4 

shows tgpical initial discharge curves at room temperature. This effect was 

absent during the subsequent capacity measurements which were also made at 

roomu temperature. 

AI-64-161 
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B. RADIOLYSIS OF KOH SOLUTIONS 

The resul ts  of radiolysis of aqueous KOH solutions are  given in 

The radiolysis results of such solutions in the presence Table 11. 

of electrodes o r  added H202 are shown in Table 111. 

TABLE 11. RBDIOLYSIS PRODUCTS FBOM CO-60 cA#MA IRRADIATIONS OF 
VARIOUS CONCENTRATIONS OF K O d  

Cover Sample System3 
- Run # % KOH % H2 %02  EN; Gas Pressure (mm) 

R-8-9 

R-8-F 

R-6-1 

R-6-2 

R-6-3 

R-8-C 

R-8-D 

R-8-2 

R-3 

R-2 4 

0. 5 

10 

10 

20 

20 

30 

30 

40 

30 

30 

22.4 

0.8 

2.2 

5.9 

3.5 

2.0 

4.1 

5.9 

5.3 

7.8 

12.0 

0.16 

0 

0 

0 

0.8 

1- 5 

2.0 

13 -7 

1'7.3 

0.04 

0.3 

0.34 

0.31 

0- 77 

4.0 

4.1 

0.2 

81 

75 

He 

11 

t1 

11 

n 

11 

11 

I1 

A i r  

11 

56 

19 

22 

28 

28 

39 

19 

21 

1015 

ln5 

1. 

2. 

3. 

4. 

5. 

Total dose 6.6 x 10 7 rads. 

With He cover gas, N2 indicates residual air  l e f t  after He  flush. 
The amount of t h i s  residual a i r  was high i n  Runs R-8-C and R-8-I). 

Sample system pressure measured when c e l l  connected t o  chromato- 
graphic sampling system. 
with He cover gas probably a r i s e  from variable expansion of the 
gas during c e l l  sealing prior  t o  irradiation, 

Variations in t h i s  parameter in the runs 

Air leakage suspected during analysis. 

Ru;? is quartz-lined stainless s tee l  cel l .  
recorded in Run R-3. 

Pressure r i s e  of -1 ps i  

AI-64-161 
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TABLE III. RADIOLYSIS’ PRODUCTS OF 30% KOH 
I N  PRESENCE OF EXECTRODES AND ADDED REAGENTS 

% Electrode Cover Sample system? 
Gas Pressure (mm) % %-----2 % N2 Run # KOH o r  Reagent 

~-8-10 30 Ni 9.3 31.5 0 He 39 

R-8-3 30 Cd 16.1 0 0.44 11 21 

m-7 30 1% y2 5.0 balance4 0 155 

309 

R-8-5 30 N i  0 16.1 1.1 17 

74 

11 

R-8-ll 30 1% H202 4.7 balance4 0 11 

R-8-6 30 H222 

11 2 

0 balance 4 0  n 

I 1. 
~ 

I 2. 

3. 

4. 

7 Total dose 6.6 x 10 rads. 

These samples were not irradiated but rather were stored a t  45°C for  
a period equal t o  the irradiation time, 

Sample system pressure measured when c e l l  connected t o  chromatographic 
sampling system. Variations in this parameter in the runs with He  
cover gas probably a r i se  from variable expansion of the gas during 
c e l l  sealing prior t o  irradiation. 

0 
tge He cover gas. O2 par t ia l  pressure too high f o r  accurate analysis; 
estimated t o  be only gas i n  sample besides H2 i f  reported. 

evolution was occurring during c e l l  sealing procedure, diluting 

AI-64-1 61  
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IV. DISCUSSION AND CONCLUSIONS 

A. CADMIUM E;LECTAODE CAPACITY 

From the results shown in Table I one may see that gampna radiation 

causes a lo s s  in capacity of a partially discharged cadmium electrode. 

Under the conditions employed, an average l o s s  of 15 per cent occurred 

with the electrode at  75 per cent of f u l l  charge. 

essentially no change of capacity occurred with a fully charged electrode, 

has not been repeated. 

s t a t e  of charge i s  an important parameter in this capacity loss  phenomenon. 

Run A-2, i n  which 

However, the resul ts  f r o m  it indicate that the 

From previously reported resul ts , ( l )  it can be established that the 

actual material l o s t  by sloughing from the Cd electrode is  insufficient 

t o  account f o r  the loss  in capacity. 

became deactivated. 

p. 5) were t r ied  with the aim of effecting sane recoverg of this l o s t  

capacity, a l l  without success. 

The active cadmium must somehow have 

With this in mind, several recharging procedures (see 

These observations raise  the question as  t o  the mechanism of this loss 

in capacity caused by the gamma radiation. 

q l a n a t i o n s ,  none of them substantiated, which may explain this phenomenon. 

There a re  several possible 

F i r s t  it should be pointed out that the deactivation appears t o  affect  the 

oxidized forn of cadmium, (Cd(OH)2*nH20), and not, directly, the cadmium 

metal i t se l f .  One possibil i ty i s  that irradiation resul ts  i n  the formation 

of a novel species of cadmium hydroxide, ofide, or peroxide which is 

electrochemically unreactive. It might be speculated that  radiation may 

cause nucleation and crgstal  growth of  the cadmium hydroxide t o  occur, 

ei ther by i t s e l f  or with cadmium metal. These enlarged crystals may lower 

the amount of surface of active material. If th i s  mechanism were true, 

the electrode would lose more capacity as the t o t a l  dose increases. Further 

AI-64-161 
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investigation will be required before any definit ive explanation of this 

capacity lo s s  phenomenon m y  be offered. 

As shown by the d a t a  from Run A-4 (Table I), cycling a t  a temperature 

of 45°C without radiation appears t o  have l i t t l e ,  i f  any, effect on the 

capacity of the cadmium electrode, a t  least a t  75 per cent of f u l l  charge. 

This observation is consistent with the manufacturer's data. 

B. RADIOISSIS OF AQUEOUS KOH 

Radiolytic decomposition of air-saturated water produces hydrogen and 

bydrogen peroxide; in the absence of air, the amount of decomposition is 

g~-tu i'%&dC8d. TfiS 3 i S C k i i i S Z  f G r  the T Z a O U S i S  Of sl3atsr T l O t  a@.y 

t o  the radiolyses of aqueous solution a t  pH's other than seven, since a 

different product yield is generally obtained. 

An accepted mechanism ( 2 9 3 )  for the radiolysis of water is: 

50 '6, 50+ + e- 

%O+ - H+ + OH 

e- + 50 __t OH- + H 
H+ + OH- &O 

N e t :  H20 --+ H + OH 

H + H  ) 

OH + OH __t %02 ) 
(in track 
reactions) 

H + OH 50 (chain termination 
step) 

AI-64-161 
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In the absence of air the following occurs: 

H + H202 + H20 + OH 

OH + % ---+ H20 + H 
(9 1 
(10 1 

’ As shown in equations (1) through (4), the overall primary decomposition 

products arc? H and OH radicals. 

these products are located, there occurs production of % and H202, as 

show in equations (6) and (7). 

In the track of the incident photon, where 

There is no net production of products, 

other than water, when the dstence of these radicals is terminated by 

equation (8). In the absence of air (or oxygen) the reaction of radicals 

with the products of the in-track reactions results in a net removal of 

these in-track products (equations ( 9 )  and (10) ). 

effect becomes essentially no production of gaseous products in the absence 

The overall net 

of air. 

In the presence of oxygen the following reaction occurs: 

In this case, reaction ( 9 )  will be inhibited, and a net amount of peroxide 

w i l l  be formed. 

resulting imbalance (29 p*90). 

served from the radiolysis of water in air or in inert atmosphere. 

A net evolution of hydrogen also occurs because of the 

These reactions explain the products ob- 

Vellg few radiolyses data are available for alkaline solutions. 

Veselov~ky(~) irradiated a 0.3 N NaOH solution which was covered with one 

atmosphere of oqgen. He reported peKvdde formation with a steady state 

concentration of 10.2 p g  per milliliter. 

above mechanism, since the presence of curygen above the solution promotes 

peroxide formation as in equation (ll). 

This is consistent with the 

He did not report any hydrogen 

AI-64-161 
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formation. 

of aqueous solution covering the pH range of 2 t o  l4. 

using a UV spectrophotometer, they observed the formation and decay of two 

new species, which they suggested were O2 and O2 . 
these species were observed t o  be pH dependent. 

Czapski and Dorfh~an'~) reported some pulse radiolysis studies 

Above a pH of 10, 

- - - 
The half-lives of 

Radiolysis i n  strongly basic solutions probably proceeds by a 

mechanism involving OH- and differing from tha t  given above. 

(Table 11) we found that a t  low concentration of KOH, namely, 0.5 per cent, 

both hydrogen and oxygen were evolved in a r a t io  of almost 2:l. A t  higher 

concentrations of KOH, from10 per cent t o  30 per cent, only hydrogen was 

evolved. 

further work is  needed t o  confirm this result. 

H202 in 30 per cent KOH was shown t o  be unstable i n  the gamma f i e l d  a s  

the amount of oxygen evolved corresponds t o  essentially complete de- 

composition of the peroxide. 

above shows that  the yield of hydrogen should decrease owing t o  a probable 

increased OH concentration (reaction (10) ) due t o  the reaction 

OH- ___) OH + e- (see equation (12) below). 

shows that this probable increased yield of OH should resul t  i n  peroxide 

formation in air-free solution. A radiolysis mechanism f o r  basic solutions 

should be consistent with these facts. 

the following appear most reasonable in explaining our results. 

As reported 

A t  40 per cent KOH, about 2 per cent oxygen was observed, but 

A solution of 1 per cent 

Examination of the radiolysis mechanism 

7r Likewise, equation (7) 

O f  several possible mechanisms, (2,6) 

AI-64-161 
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OH- ' = OH + e- 

H2G - H - t O H  

H + H __f H, in track 
L - 

OH- + 2 OH + H20 + H02 

% + O H  + H + % 0  

H + H02- - OH- + OH 
- OH + H02 H20 + 02- 

__f OH- + 1 0 " 2  H02- 

O2 + e- O2- 

2 02- + 30 - O2 + H02 - +  

3 n -  -4 o2 + Q2 
- - 

- "2 o r  - 

with the  overall  reaction being either 

o r  - 

HzO + OH- 8 % + H02- 

- - 
2 OH- -& % + O2 

Equations (12) through (15) show the 

postulated f o r  the radiolysis of aqueous 

(16) through (19) show how these  primary 

OH- 

(=) 

primary reactions and products 

alkaline solutions. Eqnations 

products can in te rac t  with each 
- 

other t o  form oxygen gas and the O2 species. 

which allows f o r  removal of owgen from the system and explains why oxygen 

is  absent from o r  present only i n  small quantity i n  the radiolysis products 

in the more concentrated KOH solution. 

above indicate tha t  the mount of hydrogen evolved should depend on the OH- 

concentration, 

hydrogen evolution i s  higher a t  the lowest KOH concentrations studied, 

Equation (20) shows a step 

The processes shown in  the equations 

The data i n  Table I1 show that, indeed, the  amount of 

AI-64-161 
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In basic solution, 

Czapski and Dorfman"' 
I.-\ 

- 
F$02 i s  thought generally t o  exis t  as H02 . 
have proposed the eldstence of O2 a t  pH l4. Qua- 

However, 
- - 

- 
t ions (21) and (21a) correspond, respectively, t o  the existence of H02 

and O2 as the predominant hydrogen peroxide species i n  our solutions. 

Likewise, the postulated overall process would be given by Quations (22) 

and (22a), respectively. 

written with O2 W e  were unable t o  confirm the 

presence of O2 i n  our solutions. It is also possible that the O2 de- 

composed during the time between radiolysis and analysis, or during the 

transfer of the solution from the radiolysis c e l l  t o  the spectrophotometer 

I 

- 
(Each of the equations involving H02 may be 

- - 
as the species present.) 

- * - - - 

- - - 
c e l l ,  An! o2 or H02 nslltP-lization w;,th ICi? she&! f a m  r4 n t+-m'na "2'2 --- 
the  chemical analysis for peroxide. 

must be small, since standard runs in the laboratorg using the ceric 

method were capable of detecting 1 &cc (G = 0.3 molecules/100 ev). 

peroxide was ever detected in the radiolyzed samples. 

The concentrations of these species 

No 

C. RADIOLYSIS OF AQUEOUS KOH I N  CONTACT WITH ACTIVE MATERIALS 

IIydrogen and q g e n  were the products of radiolysis of a solution of 

30 per  cent KOH in contact with a 75 per cent charged nickel electrode 

(Table 111). The concentration of hydrogen in the gas phase was about 

9 per cent and is thus about f o u r  times the amount of hydrogen evolved 

from 30 per cent KOH solution alone (calculated from the hydrogen partial 

pressures found in the gas from h s  R-8-10, R-8-C, and R-8-D). 

q g e n  concentration in the gas phase from this run was about 30 per cent 

whereas essentially no oxygen was detected i n  the products of radiolysis 

The 

* 
I n  30 per cent KOH the quartz ce l l s  of the spectrophotometer became etched 
rapidly so that the b& 
other approach is needed 

is diffuse making - the speiitrum meaningless. AX+ 
t o  detect 0,- i n  such strong KOH solutions. 
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of the pure 30 per cent KOH solution (allowing fo r  oxygen from entrapped 

a i r  which can be calculated from % N2). 

of 16 per cent i n  a c e l l  containing 30 per cent KOH and the nickel 

electrode, a t  75 per cent of charge, run as a blank a t  45°C f o r  48 hours 

without irradiation. 

Oqgen was evolved t o  the extent 

The same time was used f o r  the radiation runs t o  

give a t o t a l  dose of 6.6 x 10 7 rads (H20). The similar run (R-8-10) with 

i r radiat ion yielded 4.5 times t h i s  amount of oxygen, (calculated from oxygen 

pa r t i a l  pressures in these runs). 

accounts for  a l l  the oxygen evolved in the 45°C run although this fac t  was 

r;ot *;erifi=& 

This reaction probably a l so  occurs i n  the irradiated cell .  

higher oxygen concentration found, either t h i s  reaction is occurring a t  a 

higher rate o r  another reaction is affected. 

reaction shown in equation (19) where the nickel electrode catalyzes the 

perofide decomposition. 

nickel electrode did contribute t o  the decomposition rate of peroede i n  

30 per cent KOH even a t  room temperature. 

the results above. 

Reduction of the nickel electrode probably 

=.,e =\el;. ract is ,?  m.dd b,e 2 tiimf! + u n + 2 Xi(OH) + L 0 '2" 2 2' 

To explain the 

This l a t t e r  may be the 

Previous experiments'') showed tha t  a charged 

This f ac t  i s  consistent with 

!he presence of a 75 per cent charged cadmium electrode i n  30 per cent 

KOH during an i r radiat ion causes hydrogen t o  be produced. 

t ion  of hydrogen found in the gaseous product, 16 per cent, i s  considerably 

higher than that found i n  the products from the radiolysis of pure 30 per 

cent KOH. 

metal i n  the cadmium electrode is  known t o  combine with oqgen rapidly i n  

oxidizing the electrode. 

hydrogen concentration consists of the stepwise ;->action of cadmium with 

The concentra- 

No oxygen was found. This i s  t o  be expected as the cadmium 

The mechanism proposed t o  explain the high 
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hydroxyl radicals: 

These reactions would inhibit the reaction shown in equation (16) and thus 

result in the net production of more hydrogen. 

the cadmium metal itself, it is not the one causing irreversible loss in 

cadmium electrode capacity.) An experiment to help prove this mechanism 

would be to irradiate 30 per cent KOH containing a fh l ly  discharged cadmium 

electrode. 

from pure 30 per cent KOH should be produced, assuming the nickel plaque 

has no effect. 

e.g., Cd + OH CdOH and CdOH + OH _.f Cd(OH)2. 

(As this process involves 

In this case only the normal 2-4 per cent m o g e n  as evolved 

Hydrogen peroxide in 30 per cent KOH does not appear to be stable even 

at room temperature. 

cent H202 were prepared in the laboratory. 

immediately although not nearly as fast as when a nickel electrode was 

present. 

radiation and elevated temperature blank were essentially the same, 

indicating complete decomposition ofthe peroxide. 

also failed to show any residual peroxide present. 

Several samples containing 30 per cent KOH + 1 per 
Gas evolution occurred 

The oxygen concentration in the gas samples of both the ir- 

The ceric analysis 

These results on the 

instability of H202 are consistent with our inability to detect H202 in 

our radiolyzed samples within the limits stated previously. 
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A few additional radiolysis studies are planned for  the next period 

t o  duplicate unconfirmed data. 

rather extensive investigation would be required t o  verif'y the plausible 

mechanisms proposed. 

No runs beyond these are planned as a 

The relation of s t a t e  of charge t o  loss  of capacity of the cadmium 

electrode during radiolysis will be studied further t o  define its nature. 

The experiments t o  detezmine the relationship of state of charge t o  the 

r?apci%r lQSS Qf the c2Wnrn elect_mde w x  be c..rr;,ttd mt h a caqx&rt- 

mented c e l l  so that the amount of material sloughed fmn each electrode 

nay be determined. 

electrodes. 

A porous quartz section in the c e l l  w i l l  separate the 

The effect of gamma radiation on nickel cadmium ce l l s  of different 

amuf'acturers w i l l  also be studied in a preliminary fashion t o  determine 

the differences in observed effects due t o  the manufacturing method. Of 

primary interest  w i l l  be the effects of voltage, capacity and material 

loss from electrodes. 

Voltammetric studies of the nickel-cadmium system in  ganrma radiation 

fields are a lso planned. Small electrodes, reduced in s ize  by cutting, 

will be employed t o  permit polarization t o  occur with available current 

sources. 

this cutting procedure has no effect on the behavior of the electrodes. 

The experience gained during the present work has shown that 
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